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MANUAL

PT8120

    
ANY SUGGESTION?

They are well appreciated and eventually rewarded!
Send your ideas or suggestions to

suggestions@apart-audio.com

PT8120 is developed by

Audioprof nv
Lanteernhofstraat 90

BE-2100 Deurne
BELGIUM

NUMBEr of chANNELS 8

PowEr 120 w IN 100 V PEr chANNEL

INPUT IMPEDANcE 4 or 8 ohMS SELEcTABLE

oUTPUT VoLTAGE 50 - 70 - 100V SELEcTABLE

frEqUENcy rESPoNSE 28 hz - 20 khz ( 0/-3 DB )

ToTAL hArMoNIc DISTorTIoN <0,2%

MoNITor SPEAkEr PowEr 2 w

SENSITIVITy -6, 0 , +6 DB SELEcTABLE

ProTEcTIoN Dc INPUT ProTEcTIoN, ANTI cLIP ProTEcTIoN

PowEr coMBINATIoNS wITh PA8250 
8 chANNEL AMPLIfIEr

120w/100V: 1 chANNEL of PA8250 INTo 8 ohM TrANS-
forMEr INPUT, 100 V oUT,

240w/100V: 1 chANNEL of PA8250 INTo 2 8 ohM TrANS-
forMErS, 8 ohM INPUTS wIrED IN PArALLEL, 2 x 50V 
oUTPUTS IN SErIES,

DIMENSIoNS hEIGhT x wIDTh x DEPTh 82 x 483 x 350 MM (DEPTh wITh hANDLES & 
coNNEcTorS = 400 MM)

wEIGhT NET: 22,0 kG (GroSS ShIPPING wEIGhT 24,0 kG)

Technical Specifications
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1. Channel 1 to 8 speaker terminals: connect a channel output of your 4 or 8 ohm amplifier 
(e.g. PA8250) to the terminals marked 0-4-8: output ground to 0, output + to 4 (4 ohm amp) or 
8 (8 ohm amp) connector. Use only one input at a time, don’t mix the 4 and 8 ohms connections on 
one channel. connect your 100 V speakers to the terminals marked 0-50-70-100. 
Speaker line – to 0, speaker line + to 50/70/100 depending on your configuration.
 
Caution, only one of these channel outputs can be used, don’t mix the 50/70/100 connectors 
on one channel !

2. channel 1 to 8 monitor level attenuator switch: set this switch to +6, 0 or -6dB in order to pre adjust 
the monitor levels of the channels, e.g. if channel 1 is a “loud” channel, set the monitor attenuator of 
this channel to the -6dB position. This way the monitor level of less “loud” channels will be 
approximately the same as the loud channel. Set the switch of the most “silent” channel to 
the +6 position. 

Rear panel
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1.Channel 1 to 8 signal leds: these leds light up green when a sufficiently strong signal is present at 
channel 1 to 8 input terminals at the rear.

2.Volume: set the monitor level of the internal speaker with this knob. The channel being monitored is 
selected with channel 1 to 8 switch (3). only one channel can be selected at once.

3.channel 1 to 8 switch: with these 8 switches you can select the channel to be monitored. you can only 
monitor 1 channel at a time.

The PT8120 is a 8 channel power transformer with built in signal monitor led indicators and monitor speaker. 
It is built using high grade, quality toroidal audio transformers, featuring low distortion, high bandwith and 
offers full galvanic isolation between your audio sources and 100 V speaker lines. Additionally there are also 
50V and 70V outputs to match your system’s setup and you can use the transformer in both directions,
 i.e. from 100V input to 8 ohms output.

The PT8120 is therefore an ideal match for our 8 channel power amplifier PA8250. Why a 120 Watts 
transformer and a 140 Watts amplifier, well the answer is simple: the maximum load, i.e. 
the sum of 100V speakers wattage is 120 for the PT8120, meaning that you won’t overload your 
140 Watts amplifier. 

The PT8120 has a built in local monitor speaker with volume control and presettable monitor level 
adjustment per channel. 

Front panel

Features
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